
Properties
This packing is ideal for the food processing and chemical industry. It is 
braided from pure PTFE yarn and has an additional PTFE impregnation. It 
uses a silicon-free lubricant.

Applications
The product is designed for use in rotary pump applications.

→ Universal suitable for all chemicals
→ Very pliable and dense when installed

→ Very low leakage

BPG 6313

Benefits

Operation Parameters

Speed 8 m/s

Temperature –100…+250°C

PH Value 1…14

Pressure 1.5 MPa

Density 1.72 g /  cm3

Product Specifications

Media* Almost all chemicals* including 
concentrated and hot acids and 
alkalis.

Certificates / Approvals FDA

*Exceptions:  molten alkal i  metals,  f luor ine and some f luor ine compounds

Burgmann Packings Group GmbH |  Hauptstrasse 145,  74638 Waldenburg,  Germany |  www.burgmannpackings.com |  © Burgmann Packings 2017 |  Revision:  V1.2-TH 03.2017  
Disclaimer:  Al l  technical  data and advice given is  based on experiences of the manufacturer.  Al l  detai ls  referr ing to propert ies,  appl icat ion l imits etc.  shown throughout this document 
are approximate and may be inf luenced by your specif ic appl icat ion.  Instal lat ion should not be undertaken without independent study and evaluat ion for sui tabi l i ty.  Fai lure to select 
proper seal ing products can result  in damage and/or personal  injury.  Propert ies,  specif icat ions and appl icat ion parameters are subject to change without not ice.  The manufacturer 
does not undertake any l iabi l i ty of any kind whatsoever.


